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Metalysis Aluminium Scandium Product – Materials Specification

SEM IMAGE OF LOOSE Al3Sc GRANULES

• Metalysis offers scandium tri-aluminide (Al3Sc) 
with a scandium loading of 36wt% - 25 atom % 
in the form of a powder or sintered compact.

• At these scandium concentrations the material 
can be employed directly in sputtering targets 
used in semiconductor manufacturing or in the 
production of bulk acoustic wave filters for AI / 
5G+ networks. 

• The material can also be used as a master alloy 
addition, diluted to the desired scandium 
loading for light-weight structural applications.

Al3Sc SINTERED COMPACTS

TYPICAL PARTICLE SIZE DISTRIBUTION X-RAY DIFFRACTION PATTERN – peaks correspond to Al3Sc phase

ELEMENT TYPICAL CONC.

ALUMINIUM (ICP-OES) 64wt%

SCANDIUM (ICP-OES) 36wt%

OXYGEN (GAS FUSION) < 500ppm

CARBON (GAS FUSION) < 50ppm

NITROGEN (GAS FUSION) < 100ppm

CHEMICAL PURITY (ICP-MS) > 99.5wt%

PROPERTY TYPICAL VALUE

PSD d10 80µm

PSD d50 135µm

PSD d90 240µm
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Metalysis Aluminium Scandium Product – Background 
• Metal and alloy applications with scandium have the potential to revolutionise the 

electronics, aerospace, defence, and wider advanced industries. 

• The historically high cost of scandium is fast reducing given recent development of 
mining in Canada, Australia and the US, but creating a harmonised alloy is a challenge 
that traditional manufacturers cannot meet economically or technically.

• Where conventional processing methods have struggled to obtain a high content 
Aluminium Scandium alloy, Metalysis has demonstrated the ability to create a scandium 
tri-aluminide (Al3Sc) alloy with a scandium loading of 36wt% (25 atomic%), in powder 
or sintered compact – with capability to increase the scandium levels even higher. 

• At these high scandium concentrations, the material can be employed directly in 
sputtering targets, or used as a master-alloy addition or can be reduced down to the 
desired level (e.g. 2% Sc or 0.5% Sc) for lightweight applications. High scandium content 
in the alloy results in lower shipping costs (and environmental footprint) as customers 
are not paying to transport the cheaper aluminium around the globe

• Due to its defined chemical composition the 36wt% scandium containing Al3Sc is a more 
consistent product than the 2wt% aluminium scandium with respect to scandium 
loading. 

Al3Sc SINTERED COMPACTS

SEM IMAGES OF LOOSE Al3Sc GRANULES
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A key use of Al3Sc is as a piezoelectric embedded in advanced next gen semiconductors
including MEMS (microelectromechanical systems). MEMS systems are emerging as a
huge area of growth for the critically important semiconductor sector. The Al3Sc is
applied to the semiconductor via thin film deposition or plasma deposition from Al3Sc
sputtering targets.

The global rollout of 5G, and the rapid expansion of AI and the Internet of Things
connectivity, has seen the move to Al3Sc alloy use – specifically for improving the
piezoelectric performance of radio frequency filters including bulk acoustic wave (BAW)
resonators which require a piezolelectric material such as Al3Sc to enable higher
bandwidth and wider frequencies. This is also applied to the filters via thin film
deposition or plasma deposition from Al3Sc sputtering targets.

Dilutions of the 36% Sc loading alloy – e.g. 0.5% or 2% scandium - can be used for
aerospace fuselage or wind turbine blades for net zero energy production - for aerospace
applications it can result in a 15-20% plane weight saving.

Heat exchanger (HEX) innovations and development of applications to remove high
temperatures quickly are an ideal commercial starting point for the uptake of new Al3Sc
alloys given that it is a consistently growing market and one that demands the reduction
of wall thickness and weight as well as the increasing performance of high pressure
coolants, such as CO2 – these are viable for the aerospace or automotive sectors
particularly given the move to electric vehicles.

Metalysis Aluminium Scandium Product – Applications 

Al3Sc USED IN SPUTTERING TARGETS FOR 
5G+ / IoT NETWORKS 

Al3Sc DRIVING THE HEX REVOLUTION

Al3Sc USED IN SPUTTERING TARGETS FOR 
NEXT GEN MEMS SEMICONDUCTORS


